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630 696 666 640 81 0,2452 2,90
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Description

The F50 is a circular aluminium grille with square grids. The 
F51 has exactly the same features and dimensions as the 
F50, but has pre-drilled holes on the front for installation in 
ceilings and walls.
The F50/51 is particulary suitable for air extract.

Maintenance

The grille should be removed to to enable cleaning of the 
duct system. The visible parts of the grille can be wiped with 
a damp cloth.

Materials and finish

Material:   Steel
Grille:   Aluminium
Standard finish:   Powder-coated
Standard colour:  RAL 9003 or 9010 Gloss 30

The grille is available in other colours. Please contact 
Lindab’s sales department for further information.

*ØC only valid for F51 grille.
Ød 100-250, the F51 variant has 3 pre-drilled holes on front 
for installation.
Ød > 250, the F51 has 4 pre-drilled holes.

The F50 has no pre-drilled holes for installation.

**ØU = Cutting dimension

Dimensions

Order code
Product Faa bbb
Type
F50, F51

Connection dim.
Ød 100-630

Example: F50 - 250
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Technical data 

Capacity

Volume flow qv [l/s] and [m3/h], total pressure drop Δpt [Pa], 
and sound level LWA [dB(A)] can be seen in the diagrams.

Frequency-related sound power level

The sound power level in the frequency band is defined as

LWA+Kok.

Kok values are given in chart. See table below.


