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Pressure-tight blind 
rivet

l indab | fastening materials

RG RH

Description
For applications where airtightness is required.
RG: Aluminium rivet with dome head and steel mandrel
RG2240: Painted aluminium rivet with dome head and steel 
mandrel.
RH: Stainless steel rivet with dome head and stainless steel 
mandrel.

Dimensions

Ordering example
RG 40 90 ALUM STÅL

Product
Dimension 
Length
Material
Type

Code
Dim
mm

Length
mm

Mate-
rial Type

Grip
min – max

RG12 3,2 8,0 ALUM STÅL 2,0 – 3,5

RG13 3,2 9,5 ALUM STÅL 3,5 – 5,0

RH13 3,2 9,5 RF RF 3,0 – 5,0

RG22 4,0 9,5 ALUM STÅL 3,5 – 4,5

RG2240 4,0 9,5 ALUM VIT 3,5 – 4,5

RH22 4,0 10,0 RF RF 3,0 – 5,0

RG23 4,0 12,5 ALUM STÅL 6,5 – 8,0

RH31 4,8 9,5 RF 3,0 – 4,5

RG32 4,8 9,5 ALUM STÅL 3,0 – 4,5

RG33 4,8 12,5 ALUM STÅL 6,0 – 7,5

RH33 4,8 13,0 RF 4,5 – 6,0

RG34 4,8 14,0 ALUM STÅL 7,5 –9,0

RG35 4,8 18,0 ALUM STÅL 11,0 – 13,0

RG RH


